
JAXI 315 315 415 2000 400 300

JAXI 355 355 455 2000 400 330

JAXI 400 400 500 2000 400 350

450JAXI 450 550 2000 400 450

JAXI 500 500 600 2000 400 450
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VE-JET - Axial Jet Fan - F-300°C/2 H.

JAXI 315-F300 8,3 - 16,6 6 - 24 1.450 - 2.900 71 - 850,20 - 0,80

JAXI 355-F300 9,4 - 18,8 10 - 40 1.450 - 2.900 0,37 - 1,50 74 - 87

JAXI 400-F300 17 - 6810,7 - 21,4 1.450 - 2.900 76 - 900,50 - 2,20

JAXI 450-F300 11,8 - 23,6 26 - 104 1.450 - 2.900 0,80 - 3,10 79 - 93

JAXI 500-F300

2.320 - 4.640

3.360 - 6.720

4.835 - 9.670

6.745 - 13.490

8.950 - 17.900 12,7 - 25,4 38 - 152 1.450 - 2.900 1,10 - 4,40 81 - 95
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www.venteurope.com

- OPTIONS
- Cfd Analysis
- Bi-directional Fan
- System Automation

• The F300 Axial Jet Fan series is the most potent and efficient rate of flow 
fan manufactured by Venteurope.

• The symmetrical impeller blades ensure low noise emissions and high air 
velocity over a wide flow range.

• While the ventilators are equipped with a CE-certified safety switch (REV) 
that is available as an optional extra, they can also be operated without it.

• This makes the fan entirely suitable for use car parks.
• The housing consists of galvanized sheet steel with a paint finish, which lets 

it blend perfectly into any interior décor.
• The high-quality fan blades are made of high structer aluminium and are 

exceptionally durable.
• The impeller is designed to be easily removed without tools, making 

maintenance work easier. 
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Performance Specifactions

Dimensions

H ClassMotor Insulation Class
Ip 54-ip 55Motor Protection Class
IE1-IE2 -Two SpeedMotor Efficiency Class

Motor Enclosure Type Teao
Weg-watMotor Brand

Body Material Galvanized Sheet Metal

NoneBody Coating
Impeller Material Aluminium
Duty Cycle Iec Duty Cycle-s1

300 °CWorking Temperature “2/h.”
-20 - +60 °CWorking Temperature “∞”

Iec-60335-2-80, Iso 1940-1Standards


